
 

Mazda 2 Front Sway Bar 

Installation Instructions

Tools Required

14mm Deep Socket 19mm Socket

Ratchet Torque Wrench

6" Extension

Before you start the installation process, please read through the following steps 
thoroughly.

1. Raise the front of the car support it on the rocker panel rails using jack stands. 
DO NOT work under a car supported only by a jack! Lift the car under the front sub-
frame behind the engine. 

 
2.  Remove the front wheels. Remove the sway bar endlink lower retaining nuts that 
attach the link to the sway bar on both sides of the car.  (Photo A)

3. Remove the diagonal brace forward bolts on both sides of the car. (Photo B) Then 
loosen the diagonal brace rear bolts one (1) turn and swing the braces to the rear. 
(Photo C)

4. Remove the 14mm head nut that attaches the front sub-frame to the chassis.  
(Photo D) Use a 6" socket extension to reach the up through the hole in the lower 
control arm. After removal, re-install the nuts four (4) turns onto the studs to allow 
the sub-frame to drop a limited amount after the next step.
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5. Remove the 19mm head bolt that attaches the rear outer corner of the front 
sub-frame to the chassis on both sides of the car. It is not necessary to support 
the front sub-frame with a jack at this point. (Photo E)

6. Rotate the sway bar arms upward for better access to the front bolts that 
attach the sway bar clamps to the chassis. (Photo F) Remove the four (4) clamp 
retaining bolts, then slide the bar out of position to the rear. 

7. Turn the steering wheel all the way to the left. Install the Racing Beat sway 
bar right end into position first, then maneuver the left end between the chassis 
and the subframe.

8. Coat the inside of the new sway bar clamp bushings with the supplied grease. 
Slip them onto the bar just outboard of the stopper bushings already installed 
on the bar.

9. Position the clamps on the bushings. Install one (1) washer on each original 
clamp bolt, then re-install the four (4) clamp bolts. Tighten them by hand, 
centering the bar clamps between the bolts with your fingers. Tighten the bolts 
to 30 ft/lbs.

10. Lift the front sub-frame with a jack until it fully seats on the chassis. Install 
the 19mm head bolts and torque to 90 ft/lbs. Tighten the two (2) 14mm head 
nuts at the front of the sub-frame and torque to 30 ft/lbs.

11.  Install the lower sway bar endlink nuts and torque them to 45 ft/lbs.

12. Install the front bolts in the diagonal brace, tighten all four (4) bolts to 30 ft/lbs.

13. Install the front wheels, torque the retaining nuts to 60/ft/lbs.

14. Lower the vehicle to the ground. Test drive the vehicle.
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